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Clamping Systems RTM 608.1 and RTM 608.2
for complete torque motors
for mounting and centring complete torque motors on shafts or hollow shafts

Features
• Providesamechanicalconnection,support
andcentringbetweenrotorandmachine
shaft

• Backlashfree,torsion-prooftransmissionof
torquegeneratedbythetorquemotor

• Hightruerunningaccuracy

• Forinexpensiveclampingonsolidshafts

• EasilyremovableConeClampingElement,
evenafterlongperiodsofoperation

Clamping System RTM 608.1 configured for long shaft ends

Clamping System RTM 608.2 configure for short shaft ends

Configuration
TheClamping SystemRTM608 consists of a
flangeringandaShrinkDiscRLK608.Theflange
ringconnectsthetorquemotortothemachine
shaft.

IncontrasttotheClampingSystemRTM607,
thetorquemotoriscentredontheClamping
Systemina“flying”configuration.TheClamping
SystemRTM608canbecomparedtoaflange
shaft,butoffers theaddedadvantage thata
cylindricalshaftendremainsfollowingremoval
oftheClampingSystemRTM608,facilitating
trouble-freereplacementofmachinegaskets
andbearings.

TheClampingSystemRTM608performstwo
functionsintheareaincontactwiththema-
chineshaft.Torquetransmissioniseffectedwith
theaidofatwo-partShrinkDiscRLK608.The
secondsupportpointisconfiguredwithaglide
bush,whichhelpsprevent fretting corrosion
resultingfrommicroslippage(Fig.84-2).Inthe
case of short shaft ends, a Cone Clamping
ElementRLK200 isused insteadof theglide
bush as a second support point in order to
ensure the required true runaccuracyof the
torquemotorinrelationtothemachineshaft
(Fig.84-3).

If you have an application for which the
Clamping System RTM 608 is suited, please
submityourenquiry,includingthedesignation
ofthetorquemotortobeusedaswellasthe
shaftdimensions.
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